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Opea is a company that produces eco 
friendly technical products for the  Indu-
strial and civil construction. It was 
founded with the specific intention of 
providing a range of professional 
products. Opea products are the result 
of special and exclusive patented tech-
nologies, focusing attention on nano-
technology, in which the company is a 
leader.
 MISSION : " SATISFIED CUSTOMERS "
To maintain a high level of our products, 
we invest in research and development: 
that is why our name is synonymous 
with reliability, innovation, technical 
expertise and industry experience. Each 
action has as purpose the ecology, the 
environment and human health. We 
respect the VOC regulations.

NO COMPROMISE!
The success of our company is based on:
- Product reliability
- Continuous technology development
- Continuous innovation of the product
- Full support market-oriented
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Protective waterproofing coating in paste for foot 
traffic, for new, worn, damaged, injured  surfaces. 
It is able to be waterproofed with the application of 
small thicknesses.

ELASTOPEA is quick and easy application and is ready for use. It 
does not require use of drill and whisk. It waterproof  terraces, 
balconies, flat and pitched roofs, expansion joints, concrete, 
swimming pools, tanks, gutters, foundation, restoration of old 
bituminous membranes. Ideal on vertical foundation jets , galva-
nized sheets and their joints.

Fast application, it is ready to use. It may also be applied on 
existing coverings by applying previously a primer coat of 
ANGOR 53. Very efficient on damaged floors. Tiles can be glued 
directly on ELASTOPEA with a good adhesive. It can be apply 
also during the winter in the presence of good weather condi-
tions (temperature not below 5°C) for post film formation (18 
to 24 hours). It does not fear the rain. Efficient on damaged surfa-
ces.

WHERE TO USE

ADVANTAGES

Color It can vary from dark to light grey

With a 17 L barrel can hold about 20 sq. m.

With 1 L can hold about 1,2 sq. m.

The yield is subject to surface .

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT5 L ‒ 17 L

Consumption 

Packaging
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O
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N
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Water- repellent waterproofing. Using LUXOPEA 25, 
applied over the entire surface of external facades, it 
eliminates any absorption of rainwater on the masonry, 
without altering the appearance. Applied to a porous 
surface, it penetrates deeply and reacts with natural 
humidity to form a water-repellent layer. LUXOPEA 25 
does not form a film on the surface, therefore the 
material’s permeability is not modified.

Colourless protection against rain exposed concrete structures, 
cement renders, face bricks, exposed concrete blocks, natural 
and artificial stone.
Specific for the protection of period buildings  or those of 
special architectural value (facades, marble, stone materials, 
decorative elements, statues). Particularly suitable for very 
porous stone surfaces (marble, natural stone compact , porphy-
ry , slate, granite) .
A 25 does not form a film on the surface, therefore the 
material’s permeability is not modified.

It is a primer with high penetration capacity and high water 
repellent effect. It can be use on very compact and little porous 
mineral surfaces. It blocks the absorption of treated surface by 
creating a protective barrier against water, moisture, rain, frost, 
smog, etc. The surface treated with LUXOPEA 25 will gain new 
and important properties: 
- Strong water repellency and pearl effect: this stops the combi-
ned action of rain and wind that are responsible for the pene-
tration of moisture and corrosive substances (smog) into the 
support that cause considerable damage and degradation both 
structural and visual.
- Transparency with the absence of color variations even on 
colored plaster.
- No efflorescence, saltpeter, mold, algae and fungi.
- Better thermal insulation and energy efficiency.
- Excellent resistance to aging agents (UV rays, freeze-thaw, 
etc.).

WHERE TO USE

ADVANTAGES

The yield is subject to surface .

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

Trasparent

With 1 L can hold about 10 sq. m.

5 L ‒ 17 L

Color

Consumption 

Packaging
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Waterproofing based solvent for terraces and balconies. 
Sealant, transparent, protective, water repellent for 
outdoor use, especially to waterproof terraces. Based on 
silicone polymers in solution with aliphatic solvents. It 
has a great penetrating power and pearl effect, does 
not alter the breathability values but gives impermeabi-
lity to support, limits the formation of saline efflorescen-
ce, it is resistant to high pH, resistant to mold and bacte-
ria, dirt repellent.dified.

Coating product designed for waterproofing exterior terraces . It 
does not alter the natural colors of the support on which it is 
applied.

Exceptional adhesion on any type of support foot traffic . Easy and 
quick to apply . The underlying pavement remains visible .

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Trasparent

With 1 L can hold about 0.3 sq. m.

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging
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Liquid membrane to outdoor with a good waterproo-
fing power.
Excellent for waterproofing roofs, terraces and, in gene-
ral, surfaces directly exposed to rain. Limited foot traffic.

Liquid waterproofing membrane for terraces, balconies, flower 
box, walls, pools, roofs, parking, foundations and concrete 
products.. Suitable for waterproofing in positive and negative 
pressure, it can be applied to air-less, roller or brush.

Highly resistant to puddle, UV rays, weathering and freeze-thaw 
cycles, it is characterized by the total absence of seams and 
welds. Versatile material, simple and quick to apply, designed 
and developed to overcome the practical problems of conven-
tional waterproofing systems.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Brick red- concrete grey

With 1 L can hold about 5 sq. m.

5 L ‒ 14 L

Color

Consumption 

Packaging

W
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O
O
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N
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Liquid waterproofing membrane for roofs and terraces. 
Waterproofing elastic protective coating algae repel-
lent for outdoor use. Based on acrylic elastomeric resins 
in water dispersion, selected inorganic pigments 
resistant to UV rays. Excellent coverage, resistance to 
washing and to adverse weather and environmental 
conditions, high elasticity and impermeability.

It is recommended for concrete flat roofing , bricks, for the protec-
tion and waterproofing of roofs and bituminous membranes.

Highly resistant to puddle, UV rays, weathering and freeze-thaw 
cycles, it is characterized by the total absence of seams and 
welds. Versatile material, simple and quick to apply, designed 
and developed to overcome the practical problems of conven-
tional waterproofing systems.proofing systems.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Red, green, grey, white

With 1 L can hold about 2 sq. m.

5 L ‒ 14 L

Color

Consumption 

Packaging
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GUAINA +35 is a one-component paste with gray glass 
fibre, based on synthetic resins in water dispersion, 
totally solvent-free. Ready to use, it has a thixotropic 
consistency that allows easy application on horizontal, 
vertical and sloping surfaces.Excellent for waterproo-
fing roofs, terraces and, in general, surfaces directly 
exposed to rain. Limited foot traffic.

Liquid waterproofing membrane for terraces, balconies, flower 
On any type of surface . it is a great and simple waterproofing 
system for flat roofs, balconies, terraces , flat roofs , foundation 
walls and roofs in general .

Exceptional adhesion on any type of surface; easy and quick in 
the application; also applicable at low temperatures; suitable for 
direct bonding of the tiles even after a long period; It allows you 
to maintain existing quotas in the case of execution of a pave-
ment; It protects the underlying substrate from chemical and 
environmental aggression.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Grey

With 1 L can hold about 5 sq. m.

5 L ‒ 14 L

Color

Consumption 

Packaging
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The PROOFOPEA S65 is an aqueous dispersion of oligo-
silanes and fluorinated polymers with water-repellent 
effect. It can be used to waterproof of microporous 
surface and support with low alkalinity (bricks, hollow 
bricks, roof tiles, tiles, cellular concrete, natural stone, 
plaster manufactures) .

For its special formulation gives hydrophobic of all traditional 
porous materials used in construction. The product has a very low 
viscosity which allows it to penetrate deeply into the support and 
block the potential efflorescence inside the masonry as an excel-
lent barrier to their migration outwards. Moreover, thanks to the 
fact that it is water soluble, it can be applied in poorly ventilated 
environments and where products could not be used in solvent. 
The waterproofing action of PROOFOPEA S65 is produced by the 
deposition of micro-particles of silica within the pores and capilla-
ries of the support, as well as for the effect of the formation of a 
film by the fluorinated polymer. Its dual action enables the water-
proofing of all surfaces reducing the breathability of only 20%. 
PROOFOPEA S65 is particularly suitable for the waterproofing 
treatment of terracotta floors and ceramics provided that the 
joints are perfectly sealed.

Ready to use, easy in the application.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Colorless, straw

With 1 L can hold about 20 sq. m.

17 L

Color

Consumption 

Packaging

W
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PLASTOPEA 25 is a plastic coating for swimming pool.

PLASTOPEA 25 is a quite covering solution for glazes applied on 
surfaces previously treated with resistant and non-friable paints. 
It is based on special resins in water dispersion, micronized, speci-
fic additives, inorganic pigments with excellent light stability . 
PLASTOPEA 25 is a solution of easy application which can be used 
to make surfaces in veiling pleasant-looking and long-lasting. 
Due to its high water repellency it allows to realize surfaces with 
special chromatic aspects both inside and outside with excellent 
weather resistance.

PLASTOPEA 25 is a plasticiser paint ready and easy to use.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, blue. You can have custom colors

With 1 L can hold about 5 sq. m.

5 L ‒ 17 L

Color

Consumption 

Packaging

W
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O
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Anchor for water-based membranes. Used to anchor 
the waterproofing ELASTOPEA, for cement terraces 
treated or not with bituminous membranes, and for 
canopies galvanized sheet. Verify in advance the slopes 
of the substrate to exclude that there is the possibility of 
water stagnation. Walked on only occasionally.

RESIGUM is used as insulation , fixative or fund stabilizing. It is 
applied before the application of water based waterproofing 
membranes on concrete supports.

Easy in the application with good yeald.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White 

With 1 L can hold about 2 sq. m.

5 L ‒ 17  L

Color

Consumption 

Packaging

AN
CH
O
RS



Protective acrylic paint for membranes. Waterproof 
paint with high coverage power and high breathability. 
Dispersed in the styrene acrylic resin is can be used for 
the treatment of new or old bituminous membranes.

It is used for protection and coloration of bituminous layers and 
waterproof roofing bitumen - based polymer, of metallic structu-
res after application of a protective bituminous substrate, of 
rough masonry or plaster, prefabricated in general.

PITTURGUM is a paint based on acrylic resins, composed of 
special synthetic resins and rubbers which have the function to 
improve the aesthetic effect of all bituminous surfaces, to increa-
se durability and to decrease the temperature in the rooms 
below . PITTURGUM is the ideal product to paint elastomeric 
membranes and all liquid products based on bitumen. On new 
bituminous membranes , PITTURGUM can be applied after about 
30 - 60 days from completion of work that is the time required 
for the oxidization of the bituminous mixture that comes out of 
the welds between the different membrane sheets. PITTURGUM 
, perfectly dried in depth (15 days after application) resists water 
stagnant.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, grey, green, red

With 1 L can hold about 9 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging
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Acrylic paint for membranes. It is an acrylic paint based 
on low thickness quartz flour. It can be used for outdoor 
applications for the coating and protection of 
bitumen-based surface. Excellent resistance to cracks 
and weathering, excellent coverage and easy applica-
tion. Coating based on special acrylic resins in emulsion 
and selected quartz powder.

Acrylic paint for bituminous layers. It is suitable for brickwork 
particularly exposed to rain after good preparation of the surface. 
It has excellent anchorage and protection characteristics of new 
and old funds, such as reinforced concrete, plasters, old but well- 
anchored paints and plastic deteriorated coatings .

Easy application and moderate price .

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, grey, green, red

With 1 L can hold about 4 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

CO
AT
IN
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R 
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Thermal interior coating.

TERMOPEA 45 is a heat insulating for any interior wall, metal, 
wood, plastic surfaces . For civil and industrial wall structures, it 
can be used in the food industry for its neutrality, non-toxicity and 
hinders formation and mold contamination.

With TERMOPEA 45 the heat is not diffused by convention  but 
by radiation: heat produced by the generator is collected and 
reflect  it from termoceramico coating which in turn redistribu-
tes it to the surrounding environment. In addition, the same 
TERMOPEA 45 assumes a homogeneous temperature throu-
ghout the surface. This creates a uniform distribution of heat 
conditions and a reduction of non-uniformity of temperature 
resulting in physical wellbeing and a significant energy savings 
in air conditioning costs .

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, pastel colors

With 1 L can hold about 12 sq. m

5 L ‒ 17 L

Color

Consumption 

Packaging
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Water based  paint. It is washable and breathable for 
interior use with anti effect drip. Vinilversatato formula-
ted with resins, fine fillers, premium additives and with 
a particular cellular polymer associated.

Opea JOLLY is used as a semi-matt paint for interiors and is suita-
ble for any kind of wall (lime or lime-cement ), " fine mortar ", 
gypsum , plasterboard.

It gives to the wall the characteristics of resistance to washing 
and a velvety appearance .

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White

With 1 L can hold about 12 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

WASHABLE

W
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Opea SUPER is a washable water-based paint . it is 
based on a vinilic resin in water dispersion with high 
coverage and strong hiding power on the surface 
imperfections. Its breathability favors the natural passa-
ge of vapor through the masonry. Opea SUPER is easy to 
apply and with good spreadability, so it is a product 
particularly suitable for protecting and decorating 
exterior walls, which requires a high level of finishing 
and resistance to external agents.

Applicable on:
- New and old plasters based on hydraulic binders.
-  Indoor concrete surfaces.
-  Plaster and plasterboard surfaces.
- Old paints and wall coatings that are organic or mineral, dry, 
compact, absorbent and cohesive.
- Mineral absorbent conglomerates.
Do not apply on freshly and alkaline painted surfaces, allow 
adequate curing time, typically four weeks.
It is not recommended for use on external concrete surfaced  
because due to its high permeability, has no protective powers 
against the aggression of carbon dioxide, the main cause of 
concrete degradation.

Excellent yeald, resistant to washing.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

white

With 1 L can hold about 9-12 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

SUPER WASHABLE

W
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Water-based semi washable paint for interior, good 
coverage. It is characterized by easily brushing and 
relaxation. Thanks to the balanced formula does not 
flake , does not crack and does not dust .

PERLINA  is suitable for universal use for painting interiors in both 
civil and industrial. It is therefore particularly suitable on plaster-
work, precast concrete, old porous synthetic paints as long as 
non- chalky, and for painting kitchens, bathrooms , basements, 
ceiling, rooms, warehouses, industrial building complexes .

Ready to use, easy in the application.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Matt white

With 1 L can hold about 13 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

SEMI WASHABLE

W
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Water-based paint to super covering, washable, with a 
good
resistance high breathability and plasticity, solvent-free  
for interior use. Based on styrene-acrylic resins. Good 
adhesion and coverage. Matte appearance.

Paint layer of finishing, in water dispersion, single-component, 
physical drying, matt, vinyl acrylic. Great for interior walls.

Super opaque. Stain. Breathable. High masking power. 
Washable> 5000 brush strokes.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, tinting system

With 1 L can hold about 14 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

WASHABLE

W
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Multi-use acrylic water-based paint. Maximum dilution. 
Very high coverage. For exteriors and interiors.

Matt acrylic water-based paint. It is characterized by a high abra-
sion resistance and penetration of dirt and dust resistance. It is 
unassailable by atmospheric pollution, is resistant to alkali and 
does not yellow.

Easy application. It is suitable for the protection of many substra-
tes such as plasters, concrete, metal, wood, glass, plasterboard. 
Moreover, thanks to the absence of solvents, can be applied on 
plastic and on polymers such as plexiglass. The high percentage 
of white pigments provides high coverage even at dilutions of 
40%.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White

With 1 L can hold about 16 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

SUPER WASHABLE

W
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Water-based paint with excellent breathability and 
coverage characteristics.
Due to its high vapour permeability and water conden-
sation is particularly suitable in damp and poorly venti-
lated environments that require high breathability.

Matt paint for interior walls and ceilings,  kitchens, bathrooms and 
basements.

High coverage.
Ideal for rooms exposed to condensation. 
High breathability.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, tinting system

With 1 L can hold about 16 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

WASHABLE

W
AL
L 
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R 
IN
DO
O
R



IMBIACHINO is a water-based paint semi washable 
based on vinyl resin in water dispersion with high cove-
rage and strong hiding power on the surface imperfec-
tions. Its breathability favours the natural passage of 
vapour through the masonry.

It can be used on:
- New and old plasters based on hydraulic binders.
- Indoor concrete surface.
- Plaster and plasterboard surfaces.
- Old paints and wall coatings that are organic or mineral, dry, 
compact, absorbent and cohesive.
- Mineral absorbent conglomerates of various nature.

Saponification resistance. 
Washability> 5000 brush strokes. 
High coverage and whiteness. 
matte finish.
Low dirt.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

bianco e tinte pastello

With 1 L can hold about 9-12 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

SEMI WASHABLE

W
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Washable water repellent. It is of excellent quality, 
based on
acrylic resins in water dispersion, with inorganic 
pigments, fillers and water repellent selected and modi-
fying anti-drip. Excellent water repellence, distension, 
brushing, rub resistance and coverage.

It is recommended in any type of plaster, drywall, plaster and 
premixed plasters.

Super covering water-based paint, washable, matt, ready to use; 
particularly recommended for interior decoration of environ-
ments where you want to give a touch of class. Excellent 
resistance to washability, easily allows retouching, even with the 
most delicate shades. Easy to apply, we recommend the use of a 
short-haired roller, without adding water.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

12 folder colours

With 1 L can hold about 6-8 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

WASHABLE

W
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FLEXOPEA F40 is a wall paint based on siloxane resins 
with silica inside. It is able to cover and hide surface 
irregularity. FLEXOPEA F40 protects surfaces from the 
aggression of atmospheric and polluting agent: tank to 
siloxane binder, it can bear the alkaline aggression of 
concrete surfaces. 

IIt can be used on:
- New and old renders based on hydraulic binders.
- Concrete surfaces.
- Old organic or mineral paints and coatings, dry, compact, absor-
bent, cohesive. 
- Various minerals conglomerates absorbent.
Do not apply on fresh and basically alkaline surfaces. Wait for right 
time of ripening, usually four weeks.

FLEXOPEA F40 is an outside elastomeric paint of excellent quality.
It is particularly used to avoid that the treated wall not creating 
capillary lesions.  Decorative paint ready to use. 

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White and folder colours

With 1 L can hold about 12 sq. m

17 L

Color

Consumption 

Packaging

W
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Paint based on quartz flour for outside use. It is in water 
dispersion, one component, physical drying, matt, 
acrylic.

Never painted walls: Make sure that the support has at least 28 
days of ripening and clean thoroughly removing any trace of 
dust, dirt and any loose material. Level the imperfections (holes, 
cracks or crazing) using compatible materials. Check that the wall 
is completely dry and apply a hand of FIXATIW 20. After 12-24 
hours apply the QUARZIX.

Painted walls: remove any trace of paint not perfectly adherent 
and any and efflorescence. In the presence of molds is needed a 
treatment with anti-mold solution appropriate to carry out. Fix 
with a hand of  FIXATIW 20. After 12-24 hours, level with compati-
ble materials.

Resistent to atmospheric agent.
Opaque.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White

With 1 L can hold about 16 sq. m

5 L- 14 L

Color

Consumption 

Packaging

W
AL
L 
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QUARZOFINIX is a micro continuous coating for exterior 
walls based on acrylic copolymers in aqueous emulsion, 
colored pigments and inert mineral fillers of varied 
granulometry. The type of binder used gives to the 
product a high water vapour permeability, adequate 
alkali resistance and weather resistance. Applicability, 
workability and adherence notable. The use of solid 
pigments to light and alkalis, ensures the stability of the 
colours even on particularly exposed walls to light 
radiations and weathering.ity.

It can be used on civilians plaster of cement mortar, mortar or 
equivalent, precast concrete rough.

Compact and smooth finish. Good weather resistance. Excellent 
adhesion to the substrate. Filling, mask imperfections.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White and folder colour

With 1 L can hold about 14 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging

W
AL
L 
CO
AT
IN
GS
 F
O
R 
O
UT
DO
O
R



Decorative coating for internal use. CHROMOPEA is 
coating based on acrylic resin, able to create different 
customizable decorative effects. It can be used for the 
realization of special decorative effects in semi-
transparency, with shiny, iridescent and pearly shades, 
on supports not only consist of plaster but also on 
plasterboard, laminates, wood panels and derivatives. 
The multitude and variety of effects depends on the 
creativity in the approach of the colours between the 
bottom and finish, the application technique, the gear 
used and the skill of the applicator. The effect you get is 
a decoration 'to mark' with shades and is made with 
traditional tools such as plastic spatulas, decorative 
rollers, sponges or instruments prepared by the applica-
tor but able to form an impression and a shade.

Applicable on:
new and old plasters based on hydraulic binders; concrete surfa-
ces; plaster and drywall surfaces; old paint and coatings that are 
organic or mineral in nature, dry, compact, absorbent and cohesi-
ve; mineral conglomerates of various nature as long as absorbent.

Easy to work.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Folder colour

With 1 L can hold about 8-12 sq. m

0,75 L ‒ 5 L ‒ 14 L

Color

Consumption 

Packaging

DE
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Render and mineral reserve for decorative products for 
exteriors and interiors.

Protection and decoration of exterior and interior surfaces there 
of all types of buildings, particularly those of historical and archi-
tectural interest thanks to special color effects typical of the old 
lime paints.

Decoration and protection of external and internal surfaces 
colored finish, mineral floated lime, in paste, ready to use.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, folder colour

With 1 L can hold about 0.3sq. m

14 L

Color

Consumption 

Packaging
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Render and mineral reserve for decorative products for 
exteriors and interiors.

Protection and decoration of exterior and interior surfaces there 
of all types of buildings, particularly those of historical and archi-
tectural interest thanks to special color effects typical of the old 
lime paints.

Decoration and protection of external and internal surfaces 
colored finish, mineral floated lime, in paste, ready to use.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, folder colour

With 1 L can hold about 0.3sq. m

14 Lt

Color

Consumption 

Packaging
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Mixture of gypsum and carbonates blended with 
special cellulose. Use to fill and smooth the masonry 
and to smooth out imperfections of the wood. It can 
also be used as a sealant for prefabricated slabs and as 
adhesive for rosettes, cornices and plaster. Easy to apply 
and sand, air-dried, does not shrink, does not crack, 
does not yellow, it is not toxic and is not flammable.

The grout is a mortar paste expertly calibrated. It can be used for 
smoothing interior surfaces based on lime and gypsum.

FACIL GROUT is a dry mortar composed of selected alabaster 
gypsum, pure calcium carbonate ground thin and specific addi-
tives used to improve adhesion and workability under the tool.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White

With 1Kg can hold about 2 sq. m

0,5kg - 1Kg - 5Kg - 20Kg

Color

Consumption 

Packaging

FACIL GROUT IN PASTE

GR
O
UT
S



Mixture of gypsum and carbonates blended with 
special cellulose. Use to fill and smooth the masonry 
and to smooth out imperfections of the wood. It can 
also be used as a sealant for prefabricated slabs and as 
adhesive for rosettes, cornices and plaster. Easy to apply 
and sand, air-dried, does not shrink, does not crack, 
does not yellow, it is not toxic and is not flammable.

Powder grout is a mortar expertly calibrated, used for smoothing 
interior surfaces based on lime and gypsum.

FACIL GROUT IN POWDER is a dry mortar composed of selected 
alabaster gypsum, pure calcium carbonate ground thin and 
specific additives used to improve adhesion and workability 
under the tool.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White

With 1Kg can hold about 2 sq. m

5Kg - 20Kg

Color

Consumption 

Packaging

FACIL GROUT IN POWDER
GR
O
UT
S



Mixture of gypsum and carbonates blended with 
special cellulose. Use to fill and smooth the masonry 
and to smooth out imperfections of the wood. It can 
also be used as a sealant for prefabricated slabs and as 
adhesive for rosettes, cornices and plaster. Easy to apply 
and sand, air-dried, does not shrink, does not crack, 
does not yellow, it is not toxic and is not flammable.

Transparent wood protection, non-yellowing. Due to its characte-
ristics of superficial hardness and high resistance to the aggres-
sion of the weather it is suitable for application both external and 
internal. It is an ECOLOGICAL product, ODOURLESS, NON-TOXIC.

FLATTING WOOD is a one-component paint to wood surfaces, 
based on a polyurethane-acrylic dispersion in water. Finish: 
brilliant. Easy to apply and quick-drying, it allows to obtain a film 
which is, at the same time, hard and resistant to water, alcohol 
and abrasion with low level of plasticity and good chemical 
resistance. These resistances are achieved after 7 days of applica-
tion.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Trasparent

With 1 L can hold about 15 sq. m

0,75 L - 5 L - 17 L

Color

Consumption 

Packaging

FLATTING WOOD
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Water wax finish. The finish wax effect water-repellent 
for external use protects the wood in depth from atmo-
spheric agents. Give the surface a matt effect and a 
particular softness to the touch.

CERATO is free of unpleasant odours and harmful emissions to 
the environment and to health. Ready to use. Over time, it 
protects and enhances the beauty of windows and fixtures, doors, 
siding, fences, balconies and wooden gazebo by the action of 
rain, snow, frost, heat swings and UV rays.

Easy application, good for protection in the depths of the fibers 
of the wood.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Trasparent

With 1 L can hold about 15 sq. m

0,75 L - 5 L - 17 L

Color

Consumption 

Packaging
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Cementite filler for wood.

In the presence of old cracked and peeling paint, you must make 
a radical cleanup passing repeatedly with water and soda or 
strong cleanser up to lead to bare wood. Grouting strictly limited 
knots and cracks. Excellent for filling micro capillaries.

Easy to apply, ready to use.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Matt white

With 1 L can hold about 3 sq. m

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging
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White semi matt water based enamel for wood. Outdo-
or and indoor usage.

Good on wood such as fences, gates, benches, cabins, windows. 
Both internal and external.

Easy to apply, does not drip. It is diluted with water. Ideal for the 
do-it yourself. Odourless, non-yellowing. For all properly prepa-
red surfaces (wooden, wall, fiber cemente, PVC, galvanized 
sheet) and especially for applications in living spaces because 
odourless.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White

With 1 L can hold about 10-11 sq. m

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging

WHITE ENAMEL
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Protective and decorative primer for wood based on 
special resins and pigments. It does not create thickness 
in the surface: you get the dual aim to protect even in 
substrate leaving the wood its appearance and its natu-
ral breathing. The excellent elasticity of the resins used 
allows the product to follow in time the natural settling 
of the wood.

The product is used whenever you want to protect and beautify 
and/or renew the wooden artefacts places both outside and 
inside. Find its use most suitable for doors, windows, shutters, 
beads, beams, balconies, fences, facades rustic, log cabins, panels, 
etc. For use on: wood, plywood, chipboard, cork, hardboard, etc ... 
The colors are perfectly mixed together. The colorless is recom-
mended when you want to protect the wood preserving the 
natural color; It can also be mixed with the colored product to 
mitigate the coloring power.
Indicated for closed or poorly ventilated areas and public places.

It can be used for external and/or internal. It penetrates deep 
into the fibers of the wood and enhances the grain without 
forming superficial layers. It has on manufactured on which was 
applied a protective action against the weather and the aggres-
sive light

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Transparent, folder colour

With 1 L can hold about 16 sq. m

0,75lt - 5lt - 17lt

Color

Consumption 

Packaging

WATER PRIMER

W
AT
ER
BA
SE
D 
PR
O
DU
CT
S 
FO
R 
W
O
O
D

FO
R 
IN
DO
O
R 
AN
D 
O
UT
DO
O
R



Anti-dust and anti-oil treatment for industrial concrete 
floors 

It can be used as  strongly primer with consolidating effect on 
concrete subfloors; it also used for the treatment of concrete 
substrates; it is anti- dust and anti-oil, even for structures exposed 
to the weathering such as: parking lots, garages, warehouses, 
ramps, squares; For sealing concrete industrial floors, made with 
the technique “fresh on fresh", both as dusting of quartz and 
pasta. Used in particular as anti-oil stain flooring, in pasta quartz, 
polished. For the protection of the coating plaster in cement 
mortar. For the sealing of concrete paving block.

Easy to apply.
Excellent adhesion to the substrate. Excellent penetration into 
the support.
Ease of cleaning of the treated surfaces. Good consolidating and 
anti-dust effects. Excellent light stability.
Fast hardening resulting traffic quickly. Resistant pedestrian 
traffic.
It limits the formation of dirt.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Neutral 

With 1 L can hold about 8 sq. m

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging
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Water paint for concrete floors.

Protection, decoration and renovation of interior floors (cement, 
concrete, layers floor) and external (stones, cement, concrete).
Ideal for: garage, underground car parks, basements, laundry 
rooms, stairs, terraces, pedestrian areas.

Special outdoor performance.
Waterproof protective films, UV-resistant, flexible, it is resistant 
to harsh weather conditions without flaking.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Folder colour

With 1 L can hold about 8 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging
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OPEATEK is a coloured resin based on thermoplastic 
resins, non-yellowing dissolved in solvent, to be applied 
in one or two hands.

OPEATEK is used as stain-resistant and wear-resistant protective 
coating of concrete floors in both internal and external. It is parti-
cularly recommended for: industrial floors, closets, lofts, concrete 
sidewalks, walls and concrete curbs, private parking areas for cars.

Applied on concrete surfaces, it forms a coloured aesthetic 
coating of the following characteristics:
- Matt or semi-gloss;
- High hardness;
- Tenaciously bonded to the substrate;
- Water-repellent and resistant to oils and tires;
- Applicable in internal and external. It is not a filler.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Folder colour

With 1 L can hold about 4 sq. m

5 L ‒ 17 L

Color

Consumption 

Packaging
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ANCHOR FIXING SOLVENT based.
Consolidating primer for exteriors.

ANGOR 53, due to its high penetrating power, is used as insula-
tion, fixing and stabilizing the walls, before painting cycles with 
product of the acrylic, elastomer and siloxane line. It is applicable 
on lime-based plasters, lime/cement, on plaster and plasterboard 
surfaces. You can also use it on concrete surfaces, provided a 
sufficient absorbent. Excellent as fixing for waterproof membra-
nes applications and restore old bituminous membranes.

Ready to use.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Neutral

With 1 L can hold about 10 sq. m

0,5 L- 5 L ‒ 17 L

Color

Consumption 

Packaging
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OPEAFER is a dark brown liquid capable of transforming 
rust into an easily removable self-protective iron salt 
and protect the healthy iron against subsequent oxida-
tion.

OPEAFER is used for eliminating rust from all types of ferrous 
structure as: molds, bearing structures, reinforcing rods, fixtures, 
railings, gates, car bodies.

DUAL ACTION: DELETE AND PROTECTS
The dual efficiency of OPEAFER allows you to spread all subse-
quent treatments.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Dark brown

With 1 L can hold about 10-15 sq. m

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging
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Insulating fixative for interior and exterior walls and 
wood. High concentration of fine acrylic copolymers 
dispersed in water, inorganic pigments resistant to 
light, water-repellent micro quartz and selected char-
ges. Excellent breathability, flexibility and brushing, 
resistant to the most adverse weather conditions.

It is an insulating primer on plaster and gypsum walls, on civil and 
premixing plaster, excellent on new or old wood. Levels the 
absorption and creates a perfect anchor layer for subsequent 
coats and limiting consumption. Consolidates the old existing 
paintings.

Easy to apply

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Neutral

With 1 L can hold about 6 sq. m

1 L- 5 L ‒ 25 L

Color

Consumption 

Packaging
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Water based antirust for iron.

It can be used on new or to be painted iron manufactures as 
radiators, gates, railings, rolling.

Excellent protection against rust, low environmental impact, 
quick drying, protects the iron with high resistance to weather 
and to temperature changes. Lasts many years, easy to paint, 
highly professional product purchased directly from the factory 
at an advantageous price. Not dangerous because not flamma-
ble and not harmful to human health and the environment, does 
not stink, does not drip. Clean tools with normal tap water 
without the use of solvents.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White, light green

With 1 L can hold about 4-8 sq. m

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging
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It is a healthy solution for the treatment of contamined 
surfaces by mold and algae, the product is also able to 
block the development of spores. It is applied directly 
on the molds with a brush or sprayer and left to work for 
two hours: only after this time you can brush, or wash 
with water, the walls and prepare them for subsequent 
painting. Indoors it is better not to brush the mold prior 
to their destruction to avoid spreading spores.

Remediation and protection from mold infestations, moss, bacte-
ria and microfungi, typical of the interior walls in environments 
where the condensations of water vapour damp the walls. 
SANYOPEA 12 for its broad spectrum of action and the long-term 
protection is specific to the inner walls of hospitals, schools, 
waiting rooms, bathrooms, kitchens and canteens, changing 
rooms.

The active substance plays a fast acting biocide, canceling weed 
strains already present. In condition di temperatura non inferiore 
a 16°C l'azione è completa in 24 - 36 ore.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Trasparent

With 1 L can hold about 6 sq. m

1 L ‒ 5 L

Color

Consumption 

Packaging
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Protective antirust esame for iron

Paint layer, water based, single-component, natural oxidative 
drying, opaque, with active pigmentation, alkyd.

One-pack performance coatings.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Red, green, grey, white

With 1 L can hold about 10-12 sq. m

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging
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Breathable waterproof paint for interiors, based on 
acrylic resins, inorganic pigments, selected fillers and 
water repellent.

It is recommended on any type of plaster, drywall, plaster and 
premixed plasters, particularly in rooms where the strong presen-
ce of condensation leads by mold.

Anti-mold and anti-algae. High resistance to water washout. 
Washability> 5000 brush strokes. High coverage and hiding 
power. Semigloss.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White 

With 1 L can hold about 6sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging
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TERMOPEA 42 is a thermal coating based on resins in 
aqueous emulsion, titanium dioxide, selected aggrega-
tes, glass hollow microspheres, anti-mildew additives. 
Particularly suitable for terraces, flat roofs and for all 
surfaces that do not have protection from the sun.

It is applied on exterior walls to reduce the heat transmission of 
the exterior of the building. It is applied on terraces to block the 
heat that is transmitted by induction of the slab.

TERMOPEA 42 is a next-generation insulator, with 4 key features: 
the application is very simple and affordable for all; combats the 
formation of condensation on the walls and not adversely 
influence the perspiration; It works to insulate from the heat; It 
lightens the bills for electricity and gas.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White 

With 1 L can hold about 12sq. m

5 L ‒ 17 L

Color

Consumption 

Packaging
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Impregnating solvent preservative for wood, renews 
and protects deep into the treated surfaces thanks to 
high water repellency combined with high penetration 
capacity. Easy to apply.

FIBERS is ideal for wood elements located in outdoor environ-
ments, such as panels, lamellar structures, fences, garden furnitu-
re, balustrades, boards, pergolas, doors, windows and many other 
applications.

- Protection for 4 years
- Thin layer, highly diffusive towards the water vapour
- Water-repellent
- Penetrates deep
- Fast drying
- Easy application.

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Trasparent, folder colour

With 1 L can hold about 10 sq. m

0,75 L ‒ 5 L ‒ 17 L

Color

Consumption 

Packaging
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ROUTE SPARTITRAFFICO is a fast synthetic paint
drying with good coverage and resistance to atmos-
pheric agents, specially designed for the painting of 
road markings. The applied paint produces a matt film.

ROUTE SPARTITRAFFICO is particularly indicated for horizontal 
surfaces :
- Paved roads
- Concrete floors
- Indoor and outdoor parking spaces

Easy to apply and ready to use

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

White 

1 Kg = 1,5 - 2 sq. m

5 L ‒ 17 L

Color

Consumption 

Packaging
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Hard-elastic water paint for tennis courts. TENNIS R90 is 
a paint based on acrylic resins modified with internal 
plasticisation in an aqueous emulsion with coloured 
pigments and inert fillers stable to weathering and 
ultraviolet rays. TENNIS R90 for its specific formulation, 
is particularly resistant to abrasion and to washing. It 
does not contain harmful substances and does not give 
off fumes of unpleasant odour; strong action consolida-
ting, dust, not flammable, recoat also with finish 
transparent epoxy polyurethane synthetic or colored.

For cement or concrete surfaces, mineral conglomerates, synthe-
tic and bituminous. Tennis courts, gyms, soccer fields, basketball 
courts, bike paths and bowling greens.

Ready to use, simple applications, durable, rubber effect

WHERE TO USE

ADVANTAGES

FOR MORE INFORMATION 
ASK THE TECHNICAL SPECIFICATIONS OF THE PRODUCT

The yield is subject to surface .

Transparent. Folder colour

With 1 L can hold about 6-8 sq. m

5 L ‒ 14 L

Color

Consumption 

Packaging
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